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The right ADHESIVE in a CLICK

vibration resistant
impact resistant
break resistant

 
 

WEICON CBC  
Chocking Backing Compound



Apply the carefully mixed casting resin immediately. To avoid 
bubbles, pour as close as possible to the surface.

WEICON CBC is capable of bearing mechanical loads after 
about 24h at +20°C. The curing time can be reduced by 
heating up the casting resin after solidification. 

Store WEICON CBC at room temperature (+20°C) in a dry 
place. Unopened packages can be stored at +18°C to +28°C 
at least for 24 months from delivery date. 
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WEICON CBC is an epoxy resin system which was specially 
developed for the shimming and back filling of difficult to 
be aligned systems. It serves as a replacement for fittings 
and worn metal sheets and ensures the direct contact to 
foundation plates. CBC shows high friction coefficients and is 
an effective carrier. Due to the very low shrinkage, machinery 
and equipment remain constant in their orientation, after the 
casting of WEICON CBC. 

The epoxy resin system has a low viscosity and very good 
adhesion on steel. It has a good compressive strength and is 
resistant against oil, fuels and many chemicals. Additionally 
it is resistant against temperatures. Further application areas 
besides motors are e.g. gears, stabilizers, crane rails, flaps, 
masts, antennae, winches, linkages, equipment for deck 
assembly and many other components.   

Steel does not absorb any vibrations and causes noise. 
Moreover higher wear and material fatigue will occur in the 
long run. 

Laying out rubber must be calculated individually and 
precisely in terms of quantity and strength of the material. 
By casting, a complete adhesive bond is possible. 

· very liquid, self-levelling
· long pot life of 30 minutes
· almost no shrinkage
· permanent high static strength 
· high resistance to ageing
· chemical-resistant and vibration-proof

WEICON CBC 
Chocking Backing Compound

Before processing WEICON CBC, the following points 
should be followed carefully: The surface must be clean, dry 
and free of grease. The same applies to the tools and mixing 
containers being used. The adhesion can be improved by 
mechanical roughening, particularly on very smooth surfaces. 

The resin component of WEICON CBC should be preheated 
to about 25°C.  The casting area must be dammed with 
suitable material and prepared for the casting (foam rubber 
strips, steel strips, sealing putty, mould release agent). Tools:  
Drill, spiral stirrer stainless steel (Art.No. 10953010), electrical 
hot-air blower.

When using WEICON CBC, the physical, safety, toxicological 
and ecological data and regulations in our EC safety data 
sheets must be observed.

Before adding the hardener, the resin with its fillers must 
be stirred carefully and without bubbles. The components 
should at least be stirred for four minutes, without forming 
bubbles and with a mechanical stirrer at low speed with 300-
1000 t/min, to obtain a homogeneous compound.

Attention: To avoid the formation of bubbles, make sure the 
drill is turned off when put in/pulled out of the resin container.
Only mix as much of the product as can be applied within 
the pot life. The given mixing ratio by weight (max. deviation 
+/- 2%) must be strictly followed. 

Processing instructions

Characteristics of WEICON CBC

Precautions

Mixing
Technical Data:

Basis: Epoxy resin, aluminium filled

Specific Properties: liquid, impact resistant

Mixing ratio by weight % (Resin/Hardener): 100: 30

Pot Life at +20°C, 10 kg preparation: 30 min.

Density of the mixture: 1,5 g/cm³

Viscosity of the mixture at +25°C: 45.000 mPa.s

Processing temperature: +5°C to +40°C

Cure time mechanical loads: 12 h

Final hardness: 24 h

Mean compressive strength (DIN EN ISO 604) 70 MPa

Mean tensile strength (DIN EN ISO 527): 26 MPa

Strength-E-Module (DIN EN ISO 527): 4170 MPa

Elongation at break (DIN EN ISO 527): 0,7%

Impact strength (ISO 179-1/1eU): 3,7 kJ/m²

Shore D (DIN EN ISO 868/3s): 80 Shore D

Shrinkage: 0,02 %

Colour after curing: grey

Temperature resistance: -40°C to +160°C

Advantages compared to steel or rubber 

The mentioned pot life refers to a preparation of 10 kg and 
+20°C material temperature. When mixing a larger amount, 
the material will cure faster due to the characteristic heat of 
reaction of epoxy resins. The pot life is extended when the 
total amount is portioned. Ideally, the processing should take 
place at room temperature (+20°C). Higher temperatures 
shorten the pot life and curing time. (Rule of thumb: for each 
+10°C above room temperature, reduction approx. by half). 
Temperatures below +16°C extend the pot life and curing 
time. At about +5°C no reaction can take place.

Pot life and processing time Casting

Curing and machining

Storage

3,0 kg (2,0 l)
10110030

10,0 kg (6,6 l)
10110110
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